Certificate No.:  SGS/210415

CERTIFICATE OF SUITABILITY

This certificate is issued to confirm that SGS Systems & Services Certification Pty Ltd (Electrical Product Certification Services (EPCS) Australia) as accredited by JAS-ANZ in
accordance with AS/NZS ISO/IEC 17065 has certified the equipment described herein. The design of the electrical equipment to which this certificate relates has been evaluated to
the Standard(s) nominated and found to be electrically safe as defined in ASINZS 3820 Essential Safety Requirements for Electrical Equipment. It is a requirement of ETT-SGS that
all electrical equipment supplied under this certificate shall be identical to the article as certified.

CERTIFICATE HOLDER
Company Name: INGETEAM POWER TECHNOLOGY
Address: Av. Ciudad de la Innovacion, 13 31621 Sarriguren, Navarra (SPAIN)
CERTIFICATION DETAILS
Certification Standard: ASINZS 4777.2:2015 and AS 62040.1.1:2003 and
IEC 62109-1:2010 and IEC 62109-2:2011
Conditions: Nil
Authorised Marking: SGS-210415-E ( or SGS-160812-E)

Certificate Issue Date: 02 June 2021
Certificate Expiry Date: 01 June 2026

ELECTRICAL EQUIPMENT
Description: Single phase grid connected inverter for Photovoltaic and Energy Storage System
Trade Name  Model Number Ratings
INGECON INGECON SUN STORAGE Battery input: 40-450 V d.c.; Icharge: 66 A ; Idischarge: 66 A; Battery Type: Lead-acid / ion-lithium
1Play 3TL M; PV input: Max. 550 V d.c. (MPP: 125-480 V d.c.); 12 A; 11.5 kWp
Grid input: 230 V a.c. (172-264 V a.c.); 50/60 Hz (40-70 Hz); Max. 13 A; 3kW
Output: 220-240 V a.c.; 50/60 Hz; Max. 13 A, IP65; Class |
INGECON INGECON SUN STORAGE Battery input: 40-450 V d.c.; Icharge: 66 A ; Idischarge: 66 A; Battery Type: Lead-acid / ion-lithium
1Play 6TL M; PV input: Max. 550 V d.c. (MPP: 125-480 V d.c.); 12 A; 11.5 kWp
Grid input: 230 V a.c. (172-264 V a.c.); 50/60 Hz (40-70 Hz); Max. 26 A; 6 kW
Output: 220-240 V a.c.; 50/60 Hz; Max. 26 A, 6 kVA, IP65; Class |
INGECON INGECON SUN STORAGE Battery input: 40-450 V d.c.; Icharge: 66 A ; Idischarge: 66 A; Battery Type: Lead-acid / ion-lithium
1Play 3TL M Basic PV input: Max. 550 V d.c. (MPP: 125-480 V d.c.); 12 A; 11.5 kWp
Grid input: 230 V a.c. (172-264 V a.c.); 50/60 Hz (40-70 Hz); Max. 13 A ; 3kW
Output: 220-240 V a.c.; 50/60 Hz; Max. 13 A, 3 kVA, IP20; Class |
INGECON INGECON SUN STORAGE Battery input: 40-450 V d.c.; Icharge: 66 A ; Idischarge: 66 A; Battery Type: Lead-acid / ion-lithium
1Play 6TL M Basic; PV input: Max. 550 V d.c. (MPP: 125-480 V d.c.); 12 A; 11.5 kWp

Grid input: 230 V a.c. (172-264 V a.c.); 50/60 Hz (40-70 Hz); Max. 26 A; 6 kW
Output: 220-240 V a.c.; 50/60 Hz; Max. 26 A, 6 kVA, IP20; Class |
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This document is issued by the Company under its General Conditions of
Service accessible at http://www.sgs.com/terms_and_conditions.htm.
Attention is drawn to the limitation of liability, indemnification and
jurisdiction issues defined therein.

Any holder of this document is advised that information contained hereon
reflects the Company’s findings at the time of its intervention only and
within the limits of Client’s instructions, if any. The Company’s sole
responsibility is to its Client and this document does not exonerate
parties to a transaction from exercising all their rights and obligations 10/585 Blackburn Road, Notting Hill, 3168, Australia
under the transaction documents. Any unauthorized alteration, forgery or

falsification of the content or appearance of this document is unlawful www.jas-anz.org/register WWW.Sgs.com.au
and offenders may be prosecuted to the fullest extent of the law. o Member of the SGS Group (SGS SA)
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