
Grid-connected single phase

and three phase inverters

Ingecon® Sun
5 U / 5 TL U - 100 U





Ingecon® Sun 100 U
Grid-connected three phase inverters

31.5 inches

71
 in

ch
es

39 inches

Wide input voltage range (300 - 550 Vdc).

Maximum voltage of up to 600 Vdc.

Advanced system for maximum power point tracking (MPPT).

High energy performance.

Status LEDs, LCD screen and keyboard for data monitoring
at the front of the unit.

Protection against reverse polarity, voltage surges, short
circuits, insulation defects and overload at output.

Anti-island protection.

Equipment excess temperature.

Includes lightning induced DC and AC transient suppressors.

Anti-islanding monitoring with automatic disconnection.

Manual grid disconnect feature.

Built-in AC galvanic isolation transformer.

Internal data logger offering a 3 month storage capacity.

Unlimited parallel connection possibilities.

User interface status indicating LEDs.

Maximum relative humidity 95%, without condensation.

Product life over 20 years.

5 year guarantee, extendable to 25 years.

Product features

Communication to PC.

Inter-inverter communication via an RS-485, fiber optics,
wireless or Ethernet card.

Modem for GSM/GPRS remote communications.

Meteorological inputs card (temperature, solar radiation, etc.)

Internet data display.

Remote access and fault diagnostics.

Analog input electronics for the measurement
of weather variables.

Software Ingecon Sun Manager for parameter display,
data recording, etc.

Options

Compliance with standards
UL CSA certificate in process.

UL 1741 (2005 edition), IEEE1547.1, CSA 107.1-01,
NEC 690, IEEE 929,

IEEE C37.90.2, IEEE C62.41.2

Technical data

Input (DC) Ingecon® Sun 100 U Ingecon® Sun 100 U

Voltage range 300 - 550 Vdc

Maximum voltage         600 Vdc (1)

Maximum current                     360 A

(1) Must not be exceeded under any circumstances. Consider the voltage increase of the "Voc"
      at low temperatures.

Output (AC)  Ingecon® Sun 100 U Ingecon® Sun 100 U

Rated power 100 kW 100 kW

Maximum current 134 A 309 A

Rated voltage 3x480 Vac 3x208 Vac

Frequency 60 Hz (59.3 - 60.5)

Harmonic distortion < 3% (2) (THD)

Phi Cosine 1 (3)

Efficiency >95%

Temperature       14 ºF to 149 ºF

Ingress protection level IP20. NEMA 1

Consumption at night 0 W

(2) and (3) for Pout>25% of the rated power.

480 Model 208 Model

480 Model 208 Model

39 x 31.5 x 71 inches

Ingecon® Sun 100 U

(480 and 280 Model): 2,562 pounds

Size and weight



Ingeteam Energy, S.A.

www.ingeteam.com
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INGETEAM INC.
1025 W. Glen Oaks Lane, Suite 102

Mequon, WI 53092-USA
Tel.: +1 (262) 240 9850
Fax.: +1 (262) 240 9854

e-mail: rabah.rennane@ingeteam.com

INGETEAM ENERGY, S.A.
Avda. Ciudad de la Innovación, 13

31621 SARRIGUREN - SPAIN
Tel.: +34 948 28 80 00
Fax.: +34 948 28 80 01

e-mail: solar.energy@ingeteam.com

INGETEAM S.A. de C.V.
Dr. José Luna Ayala 204 - 1B

Colinas de San Jerónimo MONTERREY
NL MEXICO CP64640

Tel.: +52 81 8333 9313
Fax: +52 81 8333 9314

e-mail: northamerica@ingeteam.com

INGETEAM Ltda.
Av. Brigadeiro Luiz Antonio, 580

Bairro de Bela Vista
01006-303 SAO PAULO - BRAZIL

Tel.: +55 11 3101 3777
Fax.: +55 11 3101 2530

e-mail: brazil@ingeteam.com

INGETEAM SHANGHAI, Co. Ltd.
Shanghai Trade Square, 1105

188 Si Ping Road
200086 SHANGHAI - P.R. CHINA

Tel.: +86 21 65 07 76 36
Fax: +86 21 65 07 76 38

e-mail: shanghai@ingeteam.com

INGETEAM, a.s.
Technologická 371/1

70800 OSTRAVA - PUSTKOVEC
CZECH REPUBLIC

Tel.: +420 69 732 68 00
Fax.: +420 69 732 68 99

e-mail: czech@ingeteam.com

INGETEAM, S.r.l.
Via Emilia Ponente, 232

48014 Castel Bolognese (RA) ITALY
Tel.: +39 0546 651 490
Fax.: +39 054 665 5391

e-mail: italia.energy@ingeteam.com

INGETEAM, GmbH
Stielerstrasse 3

80336 MUNICH - GERMANY
Tel.: +49 89 99 65 38 0

Fax.: +49 89 99 65 38 99
e-mail: deutschland@ingeteam.com




