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CERTIFICACION

N 87/C-PR244
Certificate number No: 2618/0466-CER
Manufacturer Ingeteam Power Technology S.A - Energy

Poligono Industrial El Juncarillo, Nave 1, 31293 Sesma (Navarra), Spain

Trademark ’ngeteam
Type 3Play
Variant models INGECON SUN 10TL / INGECON SUN 20TL / INGECON SUN 33TL / INGECON SUN 15TL M/

INGECON SUN 20TL M/ INGECON SUN 33TL M /INGECON SUN 40TL M480

Type of generating unit Static Power Converter

Technical Data Nominal Power TL 10 kW 20 kw 33 kW
Nominal Power TL M 15 kW 20 kW 33 kW 40 kW
: 400V (3Play TL and 3Play TL M)
Nominal Voltage
480 V (3Play TL M480)
Nominal Frequency 50/60 Hz

ABI1004_L (3Play TL)

Firmware version
ABI1000_L (3Play TL M)

Number of phases Three phases
Isolation Transformer No
Standard IEC 61683:1999.

Photovoltaic systems. Power conditioners. Procedure for measuring efficiency.
The above-mentioned generating unit is certified according the SGS internal procedure PE. T-ECPE-33 based on the requirements

of the UNE-EN 1SO / IEC 17065.

This certificate is valid until: 02" August 2021.

Madrid, 02'" August 2018

“Daniel Arranz Muiiiz
Certification Manager
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Summary efficiency results measured for the tested models:

INGECON SUN 10TL
Test condition 100%Sn | 75%Sn 50%Sn 30%Sn 25%Sn 20%Sn 10%Sn 5%Sn
Minimum rated input voltage 98,73% | 98,68% | 98,49% | 98,02% | 97,78% | 97,43% | 95,74% | 92,87%
Nominal input voltage ¢ 98,60% | 98,51% | 98,31% | 97,72% | 97,46% | 97,02% | 94,95% | 91,35%
90% of the maximum rated input voltage 98,32% | 98,19% | 98,04% | 97,19% | 96,82% | 96,30% | 93,72% | 89,37%

(1) 560 V; (2) 649 V; (3) 738 V

INGECON SUN 20TL
Test condition 100%Sn | 75%Sn 50%Sn 30%Sn 25%Sn 20%Sn 10%Sn 5%Sn
Minimum rated input voltage ( 98,67% 98,73% 98,73% 98,58% 98,48% 98,33% 97.61% 96,30%
Nominal input voltage 98,56% 98,62% 98,63% 98,45% 98,34% 98,13% 97.,24% 95,62%
90% of the maximum rated input voltage ( | 98,40% | 98,42% | 98,38% | 98,12% | 97,98% | 97,74% | 96,53% | 94,30%

(1) 560 V; (2) 649 V; (3) 738 VV

INGECON SUN 33TL
Test condition 100%Sn | 75%Sn 50%Sn 30%Sn 25%Sn 20%Sn 10%Sn 5%Sn
Minimum rated input voltage 98,28% | 98,48% | 98,65% | 98,67% | 98,64% | 98,58% | 98,01% | 96,67%
Nominal input voltage ¢ 9821% | 98,40% | 98,58% | 98,59% | 98,55% | 98,43% | 97,77% | 96,24%
90% of the maximum rated input voltage 98,09% 98,28% 98,43% 98,39% 98,33% 98,20% 97 ,56% 96,40%

(1) 560 V; (2) 649 V; (3) 738 V

These efficiency results are representatives for the referred models with a testing frequency of 50Hz.
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Summary efficiency results measured for the tested models:

INGECON SUN 15TL M

Test condition 100%Sn | 75%Sn 50%Sn 30%Sn 25%Sn 20%Sn 10%Sn 5%Sn
Minimum rated input voltage 96,94% | 97,01% | 96,89% | 96,53% | 96,40% | 96,03% | 94,65% | 92,25%
Nominal input voltage ¢ 97,71% | 97,82% | 97,82% | 97,61% | 97,47% | 97,26% | 96,29% | 94,59%

90% of the maximum rated input voltage 5 | 98,08% | 98,16% | 98,13% | 97,91% | 97,76% | 97,55% | 96,25% | 94,43%

Mnfr's maximum efficiency voltage level (4 98,30% | 98,41% | 98,42% | 98,30% | 98,21% | 98,07% | 97,33% | 96,03%

(1) 300 V; (2) 510 V; (3) 738 V, (4) 600 V

INGECON SUN 20TL M
Test condition 100%Sn | 75%Sn 50%Sn 30%Sn 25%Sn 20%Sn 10%Sn 5%Sn
Minimum rated input voltage 97,17% | 97,43% | 97,59% | 97,55% | 97,48% | 97,34% | 96,54% | 95,33%
Nominal input voltage 97,56% | 97,76% | 97,88% | 97,83% | 97,77% | 97,61% | 96,95% | 95,80%
90% of the maximum rated input voltage y | 97,81% | 97,96% | 98,05% | 97,93% | 97,83% | 97,66% | 96,79% | 95,29%
Mnfr's maximum efficiency voltage level (4 98,14% | 98,29% | 98,42% | 98,37% | 98,32% | 98,23% | 97,69% | 96,71%

(1) 400 V; (2) 510 V; (3) 738 V, (4) 600 V.

INGECON SUN 33TL M
Test condition 100%Sn | 75%Sn | 50%Sn | 30%Sn 25%Sn | 20%Sn 10%Sn 5%Sn
Minimum rated input voltage 97,46% | 97,70% | 97,84% | 97,80% | 97,74% | 97,63% | 96,95% | 95,94%
Nominal input voltage 97,81% | 98,00% | 98,15% | 98,14% | 98,10% | 98,01% | 97,41% | 96,40%
90% of the maximum rated input voltage o | 98,09% | 98,24% | 98,35% | 98,30% | 98,24% | 98,11% | 97,39% | 95,79%
Mnfr's maximum efficiency voltage level (4 98,30% | 98,47% | 98,59% | 98,59% | 98,57% | 98,50% | 98,07% | 97,30%

(1)412V; (2) 510 V; (3) 738 V, (4) 600 V

INGECON SUN 40TL M480
Test condition 100%Sn | 75%Sn 50%Sn 30%Sn 25%5Sn 20%Sn 10%Sn 5%Sn
Minimum rated input voltage 97,44% | 97,69% | 97,80% | 97,58% | 97,43% | 97,21% | 96,39% | 94,85%
Nominal input voltage 97,67% | 97,76% | 97,81% | 97,81% | 97,81% | 97,66% | 97,03% | 95,64%
90% of the maximum rated input voltage 98,10% 98,28% 98,35% | 98,32% 98,25% 98,12% 97,47% 96,36%

(1) 500 V; (2) 619 V; (3) 738 V.

These efficiency results are representatives for the referred models with a testing frequency of 50Hz.
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Full list of nominal characteristics:

Ingecon Sun 3Play TL
Parameter / Model 10TL [ 20TL | 33TL

MPPT Range (Vdc) 560 — 820 V
Vdc Max 1000 V
Idc Max 19 A 37A 61 A

Rated Output Power 10 kW 20 kW 33 kW
lac Max 15A 29 A 48 A

Rated Voltage (Vac) 400 V

AC Voltage Range (Vac) 187 — 528 V |  304-528V
Frequency 50 /60 Hz
Ingecon Sun 3Play TL M
Parameter / Model 10TLM | 20TLM [ 33TLM [ 40TL M480

MPPT Range (Vdc) 200-820V

Vdc Max 1000 V
Idc Max (Input 1) 30 A 40 A
Idc Max (Input 2) 20A 40 A

Rated Output Power 10 kW 20 kW 33 kW 40 kW
lac Max 22 A 20 A 48 A 48 A

Rated Voltage (Vac) 400 V 480 V

AC Voltage Range (Vac) 187 - 528 V | 304 —528 V
Frequency 50 /60 Hz
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